CRASH RATED
BOLLARDS

SIMPLE SET & NO FIELD WORK

REQUIRED

MADE IN USA POUR
INSTALLATION

C40 IMPACT BOLLARD

* 6” Schedule 40 Pipe with 10” Disk

* Engineered & Designed to Stop 5,000
Ibs. vehicle at 30 mph

* Independent test stopped 2,340 lbs.
vehicle at 40 mph

* Meets ASTM 52656 storefront
requirements

K4 IMPACT BOLLARD

« 8” Bollard prime coated black

* Engineered & Designed to Stop 15,000
Ibs. vehicle at 30 mph

* Meets ASTM F52656-07 M30 P1 Rating
storefront requirements

* Approved by Department of Defense

K12 IMPACT BOLLARD

* 10” Bollard prime coated black

* Engineered & Designed to Stop 15,000
Ibs. vehicle at 50 mph

* Meets ASTM 52656 storefront
requirements v

* Approved by Department of Defense
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MORE
OPTIONS

¥s" BOLLARD COVERS

* The more cost-effective bollard
cover option

* Available in 11 standard colors;
custom colors available upon request

* Fits 4", 6" and 8" pipes

STEEL PIPE BOLLARDS

* American-Made U.S. Steel

* Available in any length

* Options include Standard Stick, Base
Plated, Removable, Collapsible, Flexible,
and Crash Rated

* Base Plate options include Rounded,
Beveled, Hidden, and Super Duty

* Finishes include Raw, Galvanized,
Primed, Powder Coated, or Bollard Cover

DECORATIVE BOLLARD COVERS

* 10 stylish options to enhance your property

* Fits 4" - 10" pipe (steel inserts available
for smaller pipes)

* Fraction of the cost of stainless steel or
concrete bollards

 [[luminate walkways and landscaping with
Lighted Bollard Covers
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