ideq SHIELD®

—

Ya" BOLLARD COVER SIZES

SPECIFICATIONS

BUMPER POST SLEEVE

MATERIALS

* Dome Top - Low Density Thermoplastic Polyethylene (LDPE)

* Ultra-Violet and Anti-Static Additives

¢ .250 Nominal Wall Thickness

SLEEVE EXAMPLES

4" B"

*Measure from bottom of the Dome
to the bottom of the Bollard Cover

SIZE CHART

Pipe OD | Ideal Sleeve Size | Sleeve ID | Pipe Circumference | Pipe Size Part Numbers

3 n" 3" 3 %" " 3" BPD-YL-03-060-S
4" 3" 4" 12 »" 3" BPD-YL-3.5-060-S
4" 4" 5" 14"-15" 4" BPD-YL-04-060-S
57" 5" 5 7" 17 2" 5" BPD-YL-5.5-060-S
6 %" 6" 7" 20 »"-21 2" 6" BPD-YL-06-060-S
7 »" 7 »" 7 7" 24" 7" BPD-YL-7.5-060-S
8 %" 8" 8 7" 27"-27 2" 8" BPD-YL-08-060-S
10 32" [10" 10 78" 34" 10" BPD-YL-10-060-S

12 34" 12" 12 78" 37 %" 12" BPD-YL-12-060-S

BPD-YL-04-060-S

PRODUCT CODE
WALL THICKNESS

COLOR
CODE

DIAMETER
(INCHES)

HEIGHT
(INCHES)
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tideq SHIELD®

Ya" BOLLARD COVER SIZES

3" Cover 3 2" Cover 4" Cover 52" Cover
for 3" Pipe for 32" Pipe for 4" Pipe for 5" Pipe

6" Cover 7 V2" Cover 8" Cover 10" Cover
for 6" Pipe for 7" Pipe for 8" Pipe for 10" Pipe

12" Cover
for 12" Pipe




