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SHIGLD® IDEAL SHIELD -
4" SURFACE MOUNT BOLLARD — 8.00 TYP.
WITH 1/8" SLEEVE =
IDEAL SHIELD SPECIFICATION SHEET 0 oo
2525 CLARK STREET o=7,
DETROIT, MICHIGAN
48209
1-866-825-8659
WWW.IDEALSHIELD.COM b TOP VIEW
SPECIFICATIONS:
B SURFACE MOUNTED BOLLARD/GUARD FOR PROTECTING CRITICAL ASSETS
-SIZE:
4" SCH 40 OR SCH 80 PIPE UP TO 56" TALL(42" STANDARD)
8" X 8" X 1/2" BASEPLATE - CUSTOM BASEPLATE THICKNESS AND SIZES AVAILABLE
-MATERIAL:
ATSM A500 GRADE B STRUCTURAL STEEL
ATSM A36 STEEL BASE PLATE N

THERMOPLASTIC POLYETHYLENE COVER W/ ULTRAVIOLET PROTECTION AND ANTISTATIC
ADDITIVES

-FINISH/COLOR:

PIPE - COLD GALV SPRAY BASE, GALVANIZED, PRIME, PAINTED AVAILABLE

SLEEVE-13 STOCK STANDARD COLORS AVAILABLE

(285 BLUE, BLUE , URBAN BRONZE, RED, YELLOW, WHITE, BROWN, FOREST GREEN, GRAY,
ORANGE, 402 GRAY, BLACK, LIME GREEN)

42" TYP
UP TO 5¢"
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ANY COLOR MATCH AVAILABLE WITH PANTONE NUMBER o T
>_
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INSTALLATION STRIPS: QTY:2 NEOPRENE ADHESIVE FOAM TAPE = =
~ O

-INSTALLATION: — DY

1. USING BASEPLATE AS TEMPLATE MARK HOLES IN CONCRETE

2. DRILL HOLES IN CONCRETE FOR 4 - 3/4 INCH ANCHORS(NOT INCLUDED)

3. SET IN DESIRED LOCATION FRONT VIEW

4. SECURE ANCHORS IN PLACE

5. REMOVE BACKING FROM THE ADHESIVE TAPE AND WRAP AROUND
STEEL BOLLARD

6. SLIDE IDEAL SHIELD BOLLARD COVER OVER POST
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A /7 SURFACE MOUNT BOLLARD

IDEAL SHIELD BOLLARD WITH SLEEVE:
4X42, 6X48
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