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TOP VIEW

B SPECIFICATIONS:
PRODUCT DESIGNED FOR OSHA OR IBC FALL PROTECTION, WALKWAYS
PRODUCT MECHAICALLY SPLICED FOR EASY INSTALL
2 HORIZONTAL RAILS
HIGHLY CUSTOMIZABLE
STANDARD SECTIONS OR AS ORDERED SPECIFIC LAYOUT AVAILABLE

CONTINUOUS RUNS SPLICE
LAYOUT DRAWING PROVIDED AFTER P.O. AND CUSTOM LAYOUTS AVAILABLE END POST
SIzE: o W/ MECHANICAL SPLICES(NO WELDING) , _  CORNER POST
42" TYPICAL OTHER SIZES AVAILABLE UPON REQUEST =
CORE DEPTH VAIRES s<
O«
o =
-MATERIAL: 2%
11/2" SCH 40 ALUMINUM PIPE RAILS O =
11/2" SCH 80 ALUMINUM PIPE RAILS SO
ALUMINUM INTERNAL FITTINGS o
u u u
-FINISH/COLOR: Q —
RAIL ANODIZED ALUMINUM > 4[')5EPPE?ISEIESDP'@TC(')NNG
OPTIONAL POWDERCOAT N - _ REQUIRMENTS
FRONT VIEW
-INSTALLATION:
1. SET FIRST SECTION OF RAIL IN DESIRED LOCATION
2. USING POST OR DRAWING LAOUT AS TEMPLATE, MARK HOLES IN CONCRETE
3. DRILL 4"-6" HOLES IN CONCRETE, SET IN PLACE AND BRACE.
(LAST HOLE ON RUN MAY REQUIRE LARGER HOLE TO ALLOW ROOM FOR SPLICE FITTING)
4. POUR IN GROUT
5. LET CURE
6. CONTINUE AS NEEDED WITH OTHER RUNS
A /~ N ALUMINUM TWO LINE HANDRAIL CORED
TITLE:
PART NUMBER TWO LINE ALUMINUM IDEAL
DESCRIPTION SHIELD HANDRAIL CORE IN
GROUND
LENGTH [INSTALL | 1HiS DRAWING AND ALL THE INFORMATION THEREON
IS THE PROPERTY OF THE IDEAL SHIELD, IS CONFIDENTIAL DWG NO.
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